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Impedance-Based Stability Analysis for
Interconnected Converter Systems
With Open-Loop RHP Poles
Yicheng Liao , Student Member, IEEE, and Xiongfei Wang , Senior Member, IEEE
Abstract—The small-signal stability of interconnected converter
systems can be tackled by the impedance-based analysis method,
where the Bode plots of the individual impedances derived from
subsystems are utilized for a design-oriented analysis. However,
those methods only apply to the interconnected systems without
having open-loop right-half-plane (RHP) poles. This article thus
proposes a general stability analysis method based on Bode plots
of individual impedances, which allows considering the open-loop
RHP poles and shaping the impedances for stabilizing the system.
Experimental case studies on the current control interactions of
two paralleled grid-tied inverters validate the effectiveness of the
method.
Index Terms—Bode plots, impedance-based analysis, inter-
connected converters, right-half-plane (RHP) poles, stability.
I. INTRODUCTION
IN RECENT years, the increasing use of power electronicconverters has brought more stability issues to modern power
systems, such as the sideband oscillations of the fundamental
frequency and harmonic oscillations [1]. The impedance-based
analysis provides an attractive approach for addressing the
small-signal stability of interconnected converter systems. The
general idea is to divide the system into two subsystems at a
given point of common coupling (PCC), and then the ratio of
the impedances of subsystems can serve as the open-loop gain
of the whole system, through which the system dynamics can
be assessed based on the Nyquist stability criterion (NSC). In
this method, only the terminal impedances of subsystems are
required, which can be obtained by the frequency scanning,
and thus facilitates the stability assessment for the “black-box”
systems whose internal parameters are unknown.
The extensive applications of the impedance-based method
date back to 1976 by Undrill and Kostyniak, where the sub-
synchronous oscillations of power systems are analyzed based
on the impedances of generators and the transmission network
[2]. In the same year, Middlebrook first applied the method to
design the input filters of dc–dc power converters [3], where
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the system stability is guaranteed by confining the minor loop
gain, which is defined as the ratio of the filter impedance and
the converter input impedance, within the unity circle on the
complex plane.
Later on, the minor loop gain was defined as the source-load
impedance ratio for distributed power systems (DPSs), and by
preventing the minor loop gain from entering the so-called
forbidden regions. Wildrick et al. developed a method for the
impedance specification with the aid of Bode plots for a stable
DPS, also known as the gain margin and phase margin criterion
[4]. This work is followed by some more impedance specifica-
tion methods developed for DPSs, where different forbidden
regions were introduced [5]–[8]. In contrast to the Nyquist
diagram of the impedance ratio, a prominent feature of utilizing
the Bode plots of individual impedances is that the interac-
tions between impedances can be revealed graphically, and the
impedances of subsystems can be shaped to meet the predefined
stability margin [9]–[11]. However, all those methods assume
that no right-half-plane (RHP) poles exist in the impedance ratio
[12]. This precondition can be readily met in Z + Y systems
[13]–[17], where the impedance ratio is ZY, and both subsystems
are internally stable, i.e., Z and Y have no RHP poles.
Besides Z + Y systems, there are also Z + Z or Y + Y
systems in the paralleled converter systems [18]–[21], where
the RHP poles may exist in the impedance ratio, i.e., Z/Z or
Y/Y, due to the presence of RHP zeros in Z or Y. Consequently,
the prior knowledge on the number of open-loop RHP poles is
required according to the NSC [22], [23]. To avoid introducing
the open-loop RHP poles in the impedance-based analysis, an
impedance/admittance sum criterion was developed recently
[18]. Instead of deriving the impedance ratio, the impedance
sum is used in this method to calculate the whole system’s
closed-loop characteristic polynomial (CLCP), which can then
be analyzed based on Cauchy’s Argument Principle. Alterna-
tively, the multiloop NSC [24] was also employed for analyzing
the paralleled converter systems with open-loop RHP poles [21].
However, all these approaches regard the impedance ratio or
the impedance sum as a whole, and hence the impedances of
subsystems cannot be explicitly specified and shaped as the case
without open-loop RHP poles in [4].
This article proposes a general approach to the impedance-
based stability analysis of interconnected converter systems,
which allows using the Bode plots of individual impedances
even if there are RHP poles in the minor loop gain.
This work is licensed under a Creative Commons Attribution 4.0 License. For more information, see https://creativecommons.org/licenses/by/4.0/
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TABLE I
COMPARISON OF DIFFERENT IMPEDANCE-BASED STABILITY ANALYSIS METHODS
Fig. 1. General interconnected system. (a) Thevenin’s equivalence.
(b) Norton’s equivalence.
Thus, the impedances of subsystems can be readily specified
and shaped for stabilizing the whole system. The rest of this
article is organized as follows: Section II presents a comparison
of the existing impedance-based stability analysis methods with
respect to their theoretical bases and constraints. Section III
proposes the general method for the impedance-based stability
analysis. Section IV provides the experimental results to validate
the effectiveness of the method. Finally, conclusions are drawn
in Section V, where the advantages of the proposed method are
summarized.
II. EXISTING IMPEDANCE-BASED STABILITY
ANALYSIS METHODS
In this section, a critical review of the existing impedance-
based stability analysis methods is given, through which their
constraints are summarized.
A. System Modeling
An interconnected converter system can be modeled as two
subsystems connected at the PCC. Each subsystem can be
represented by a voltage source in series with an impedance
or a current source in parallel with an impedance, according to
the Thevenin’s theorem or the Norton’s theorem, as shown in
Fig. 1. Then the voltages at the PCCs in Fig. 1(a) and (b) can be,
respectively, expressed as
V =
Z2
Z1 + Z2
V1 +
Z1
Z1 + Z2
V2
=
1
1 + Z1Z2
V1 +
Z1
Z2
1 + Z1Z2
V2 =
Z2
Z1
1 + Z2Z1
V1 +
1
1 + Z2Z1
V2 (1)
V =
Z1Z2
Z1 + Z2
I1 +
Z1Z2
Z1 + Z2
I2
=
Z1
1 + Z1Z2
I1 +
Z1
1 + Z1Z2
I2 =
Z2
1 + Z2Z1
I1 +
Z2
1 + Z2Z1
I2. (2)
Equations (1) and (2) are both established in the s domain
with “s” omitted for brevity. It can be seen that Z1 + Z2 serves
as the denominator of the closed-loop transfer function, while
the impedance ratios Z1/Z2 or Z2/Z1 represents the open-loop
gain. Consequently, the stability of the interconnected system
relies on the terminal impedances of the two subsystems.
B. Comparison of the Existing Methods
Table I provides a comparison of the existing impedance-
based stability analysis methods with respect to their theoretical
bases and constraints. These methods are categorized into four
classes: NSC, impedance specification methods, impedance sum
criterion, and multiloop NSC.
The first two categories of the approaches analyze the system
stability through the minor loop gain, i.e., the impedance ratio
of the interconnected system. The NSC analyzes the impedance
ratio directly by Nyquist diagrams, which thus requires prior
knowledge of the number of open-loop RHP poles. To do that,
the parametric model of the impedance ratio, which can be
obtained by either the analytical derivation [26] or the transfer-
function fitting [28], is generally employed. Compared with the
NSC, the distinguished feature of the impedance specification
methods is that the individual impedances of subsystems can be
directly evaluated on Bode plots, instead of analyzing their ratio
with Nyquist diagrams. Yet, a prerequisite for doing that is no
RHP poles exist in the impedance ratio, which thus limits those
impedance specification methods to Z + Y systems.
Instead of the minor loop gain based on the impedance ratio,
the impedance sum is used for the stability analysis in the third
method. From (1) and (2), it can be found that the impedance sum
forms the denominator of the closed-loop transfer function [18],
[29], and thus the number of RHP zeros in the impedance sum
determines the system stability, which can be readily checked
by the encirclement of origin in the complex plane. However,
this method only applies to Z + Z or Y + Y systems, where there
are no RHP poles in Z or Y.
Differing from the impedance ratio given in (1) and (2),
the multiloop NSC [30] formulates the interconnected system
shown in Fig. 1 into a multiloop feedback system, where the
subsystems can be seen as multiple feedback loops, which are
closed sequentially, and then a series of Nyquist diagrams for
the open-loop gain of each loop can be drawn for the stability
analysis [21]. Thus, the issues of introducing open-loop RHP
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poles can be avoided. Yet, a full knowledge of the system
topology is needed for selecting multiple feedback loops.
Therefore, only the second method, among other alternative
schemes, allows specifying the impedance in Bode plots, yet it
merely applies to the Z + Y systems, which have no open-loop
RHP poles. The other three categories of approaches are based
on either the impedance ratio or the impedance sum, where the
effect of individual impedance cannot be intuitively modeled.
III. GENERAL METHOD OF IMPEDANCE-BASED
STABILITY ANALYSIS
In this section, a general method for the stability analysis
of interconnected converter systems is introduced. The method
is derived from the NSC applied to the minor loop gain, yet
is formulated on Bode plots of individual impedances, which
allows shaping the impedances of subsystems to stabilize the
entire system, even for cases with open-loop RHP poles.
Similar to the existing methods based on minor loop gains,
the proposed method also consists of four general stages: the
formulation of the minor loop gain; the identification of open-
loop RHP poles; the identification of crossings; the stability
prediction and the impedance specification.
A. Formulation of the Minor Loop Gain
First, a method of defining the impedance ratio is presented,
which does not rely on the subsystem types (Type Z or Type
Y [19]). Therefore, it is applicable in the stability analysis for
“black-box” systems.
It is noted that the NSC assumes that the open-loop transfer
function is a proper function [25], which implies that the order
of the numerator is lower than that of the denominator, or
the frequency response of the transfer function approaches to
zero (corresponding to the origin on the Nyquist plot) at the
infinite frequency [27]. Thus, the part of the Nyquist plot when
s traverses along the infinite semicircle on the right-half com-
plex plane can be ignored. However, for an artificially defined
impedance ratio, this condition may not hold. If the impedance
ratio is improper, the NSC cannot be readily used for the stability
analysis, due to the nonzero value of the frequency response at
the infinite frequency. Then the inverse NSC is a better choice
[22], [23]. Hence, it is suggested to define the impedance ratio
as a proper transfer function, which is named as the proper
impedance ratio and satisfies that
lim
ω→∞
Z1 (jω)
Z2 (jω)
= 0. (3)
The above equation implies that the proper impedance ratio
is formulated as the minor loop gain, since |Z1| < |Z2| at the
infinite frequency. In the cases of designing input filters for
dc–dc converters [3], the source-load interactions in DPSs [4]–
[8], the load-source interactions in current-source converter
systems [14], [15], and the Z + Y systems [16], the impedance
ratios are all formulated as proper impedance ratios.
It is worth noting that in a practical system the frequency
response at the infinite frequency may be unknown. Then,
the formulation of the impedance ratio can be determined by
the available high-frequency responses and their derivatives of
the impedance magnitudes. More specifically, the minor loop
gain can be defined in the following way.
1) If the two impedances have the different magnitude slopes
at higher frequencies, the impedance with the smaller
magnitude slope should be chosen as the numerator of
the minor loop gain. Then the other impedance is chosen
as the denominator of the minor loop gain.
2) If the two impedances have the same magnitude slope
at higher frequencies, the impedance with the smaller
magnitude should be chosen as the numerator of the minor
loop gain. Then the other impedance is chosen as the
denominator of the minor loop gain.
B. Identification of Open-Loop RHP Poles
As the impedance ratio is intentionally defined as a proper
function regardless of the subsystem types, the open-loop RHP
poles may be introduced, leading to a nonminimum-phase minor
loop gain [27]. Hence, the number of open-loop RHP poles has
to be checked prior to the stability analysis.
Considering that the subsystem types are often unknown in
practice, the impedances may have RHP poles or RHP zeros,
e.g., the RHP zeros may be present in the output impedance
of a Type-Z system, while the RHP poles may be present in
the output impedance of a Type-Y system. Then the number of
open-loop RHP poles is calculated as
P [Z1/Z2] = P [Z1] + –Z [Z2] (4)
where P denotes the number of RHP poles, and –Z denotes the
number of RHP zeros.
There are several ways to identify the number of RHP poles
and RHP zeros. One commonly used method is to do parametric
identifications of the measured impedance [28], and then plot
the pole-zero map of the fitted impedance transfer function.
Alternatively, a frequency-response-based method of checking
zero-crossing points on the real and imaginary axes in the
complex plane of the transfer function is discussed in [29]. In
this article, a simple approach to identifying the RHP poles
and zeros directly from the impedance Bode plot is adopted.
For nonminimum-phase systems, an RHP pole can result in the
magnitude slope change of −20 dB/dec and the phase change of
+90°, whereas an RHP zero can lead to the magnitude slope
change of +20 dB/dec and the phase change of −90° [27].
According to the magnitude slope change and the phase change,
the number of RHP poles and zeros can be determined based on
Bode plots even if there are close left-half-plane (LHP) zeros
and LHP poles, provided that RHP poles and RHP zeros do not
coexist. The specific identification procedure is illustrated as
follows:
ZRHP + ZLHP − PRHP − PLHP
=
(d |Z| /df)high−f − (d |Z| /df)low−f
20 dB/dec
(5)
−ZRHP + ZLHP + PRHP − PLHP = ∠Zhigh−f − ∠Zlow−f
90◦
(6)
ZRHP = 0orPRHP = 0 (7)
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Fig. 2. Illustration of the number of encirclements around the critical point. (a) Nyquist plot. (b) Bode plot.
where ZRHP, ZLHP, PRHP, and PLHP denote the numbers of ze-
ros and poles on the corresponding half planes. d|Z|/df represents
the impedance magnitude slope at high frequencies or low fre-
quencies, and Z denotes the impedance phase. ZRHP−PRHP
can be obtained by subtracting (6) from (5), and then depending
on the sign (±) of ZRHP−PRHP and considering (7), both ZRHP
and PRHP can be determined.
However, it is worth noting that this identification method
does not theoretically apply when several close RHP poles and
RHP zeros coexist. The same challenge is also posed to the
parametric identification method [28]. Hence, it is important to
avoid introducing several close RHP poles and RHP zeros when
partitioning a complex converter-based power system. This is
because the presence of RHP poles and RHP zeros is highly
dependent on how to aggregate the impedances of subsystems
[29]. There will be no RHP poles and RHP zeros coexisting if
the system can be properly partitioned based on the properties
of subsystems (Type Z or Type Y) [7].
C. Identification of Crossings
If N denotes the total number of clockwise encirclements
around the critical point (−1, j0) on the Nyquist plot, according
to the NSC, the system is stable if and only if
N [Z1/Z2] = −P [Z1/Z2] (8)
where P [Z1/Z2] can be obtained by (4) on the Bode plots of Z1
and Z2. Then, a graphical method of determining N [Z1/Z2] by
using the Bode plots of individual impedances is introduced in
the rest of this section. The method transfers the minor-loop-gain
analysis on the Nyquist diagram to the individual-impedance
analysis on the Bode plot.
Fig. 2 maps the encirclements around the critical point from
the Nyquist plot to the Bode plot. It is noted that the mapping
relationship is not as simple as the case without the open-loop
RHP poles, since the phase derivative term on Bode plots is
involved in determining the encirclement types [31], [32], which
is, however, overlooked by the existing impedance-specification
methods [3]–[8]. The detailed mapping process is introduced as
follows:
1) Crossings on the Nyquist Plot: The number of encir-
clements around the critical point (−1, j0) can be determined
by the number of crossings over (−, −1) on the real axis in
the Nyquist plot of Z1/Z2 [33], [34], as denoted by R in Fig. 2(a).
It can be seen that R locates in the exterior region (ER) of the
unity circle, as denoted by the shaded area. There may be two
types of crossings in the ER, i.e., one is the clockwise crossing
(CC), and the other is the anticlockwise crossing (ACC). Thus
the total number of crossings can be formulated as
N [Z1/Z2] = NCC [Z1/Z2]−NACC [Z1/Z2] (9)
where both NCC [Z1/Z2] and NACC [Z1/Z2] are nonnegative
integers. They can be obtained by (10) and (11)
NCC [Z1/Z2] =
∣
∣
∣
∣
{
ω ∈ R|
∣
∣
∣
∣
Z1
Z2
(jω)
∣
∣
∣
∣
> 1 and ∠Z1
Z2
(jω)
= ±180◦ and d
dω
Z1
Z2
(jω) < 0
}∣
∣
∣
∣
(10)
NACC [Z1/Z2] =
∣
∣
∣
∣
{
ω ∈ R |
∣
∣
∣
∣
Z1
Z2
(jω)
∣
∣
∣
∣
> 1 and ∠Z1
Z2
(jω)
= ±180◦ and d
dω
Z1
Z2
(jω) > 0
}∣
∣
∣
∣
. (11)
It is noted from (10) and (11) that the direction of the Nyquist
diagram is related to the derivative of the phase response of Z1/Z2
versus the frequency. Within the ER, a crossing over ±180°
with a positive derivative indicates an ACC, and a crossing over
±180° with a negative derivative indicates a CC.
2) Crossings on Impedance Bode Plots: The generalized
Bode criterion (GBC) [35], [36] provides a rigorous method to
directly determine the crossings over R on the Nyquist diagram
using Bode plots. According to the GBC, the total number
of crossings can be determined by the Bode plot of the loop
gain, as well as the 0 Hz frequency responses. The Bode plot
does illustrate the crossings for all the nonzero frequencies,
yet the crossings at 0 Hz still needs to be counted separately.
It is assumed that there are one ACC at f1 and one CC at f2
(f1  0 and f2  0), as seen from Fig. 2(a). From the Nyquist
plot, the crossing type at −f1 should be the same as that at f1,
and similarly for the crossing type at ±f2. Therefore, for f  0,
the total crossing number can be determined as two times the
number of phase crossings over (2k + 1)180° in the ER where
the magnitude is larger than 0 dB on Bode plots. While for f =
0 Hz, the number of crossings should only be counted once.
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TABLE II
IDENTIFICATION RULE OF THE NUMBER OF ENCIRCLEMENTS ON BODE PLOTS
Notes: Ɲ—number of crossings on the Nyquist plot; ɲ—number of crossings on the Bode
plot.
a. ɲcc—number of CCs for ω  0, ɲcc0—number of CCs at ω = 0;
b. ɲacc—number of ACCs for ω  0, ɲacc0—number of ACCs at ω = 0.
Then based on (10) and (11) by separating Z1 and Z2 with
the superposition principle, the rules for directly identifying the
number of encirclements based on the individual impedances
are proposed in Table II, which consists of four steps.
Fig. 2(b) gives a schematic representation of the impedance
Bode plots of Z1 and Z2, where an ACC at f1 and a CC at f2
within the ER correspond to the Nyquist plot shown in Fig. 2(a).
Each step of the proposed rules is introduced as follows:
1) Step 1: The ERs outside the unity circle of the Nyquist
diagram are found as all the frequency intervals where the
numerator impedance (Z1) is larger than the denominator
impedance (Z2), as denoted by the shaded areas in Fig. 2.
2) Step 2: Two auxiliary boundaries are defined by shifting
one impedance-phase curve (i.e., Z1) of ±180° in order
to help identify the number of crossings, which are denoted
as two crossing boundaries (CBs). If the other impedance-
phase curve (i.e., Z2) intersects with the two CBs within
the ERs, which means that the phase difference of the two
impedances crosses over ±180° within the ERs, there will
be crossings over R on the Nyquist plot, as denoted by the
red dots in Fig. 2.
3) Step 3: The crossing types can be determined by the
derivatives of the impedance frequency responses. At each
crossing frequency denoted by the red dot, if the phase
derivative of the numerator impedance (Z1) is less than
that of the denominator impedance (Z2), the crossing type
will be a CC, and vice versa for an ACC.
4) Step 4: The total number of crossings can be calculated by
the given formulas in Table II. For all f  0, the crossing
number should be doubled, whereas for f = 0, the crossing
number should be counted separately. In most cases of the
impedance-based stability analysis, the crossing number
at 0 Hz is zero, since 0 Hz is out of the ER. However, if
0 Hz within ER occurs in some cases, how to determine
the crossing number can be referred to [36]. Then the total
number of crossings can be calculated by (9).
Fig. 3. Paralleled inverter system.
With the proposed method, the number of crossings can be
directly obtained through the Bode plots of Z1 and Z2, and
there is no need to calculate the minor-loop gain and draw
the corresponding Nyquist plot. Among the four steps, Steps
1 and 2 follow the principle of the existing stability analysis
methods, which only considers the magnitude and phase values
of the frequency response. Yet, Steps 3 and 4 introduce new
procedures, wherein the derivatives of the frequency response
is involved in Step 3, and the response at 0 Hz is considered in
Step 4.
D. Stability Prediction and Impedance Specification
Given the number of open-loop RHP poles and the number
of encirclements, the system will be stable if and only if
NCC [Z1/Z2]−NACC [Z1/Z2] = −P [Z1]− –Z [Z2] . (12)
It is worth mentioning that the stability prediction always
follow the principle of the NSC, yet the analysis on Bode plots of
individual impedances enables to specify the impedance profiles
even when there are open-loop RHP poles. This is the unique
contribution of the proposed method.
For an interconnected system, assuming one impedance (i.e.,
Z1) unchanged, the other impedance (i.e., Z2) can be specified
and reshaped to cross over the CBs anticlockwise in the ERs
the same times as the number of open-loop RHP poles in order
to stabilize the whole system. This impedance shaping feature
remarkably facilitates the design-oriented stability analysis for
interconnected converter systems.
IV. CASE STUDIES AND EXPERIMENTAL VALIDATIONS
The stability analyses and experiments on a paralleled grid-
tied inverter system are carried out in this section to validate
the proposed method. The system configuration is displayed in
Fig. 3. Two inverters are connected to the grid, and the grid-side
current control is implemented with the proportional-resonant
(PR) controller. All the parameters are listed in Table III. The
equivalent series resistances (ESRs) of inductors are selected
from the measured results in the experimental setups. The two
inverters have the identical parameters.
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TABLE III
SYSTEM PARAMETERS
Notes: a and b. Kp and Kr—parameters of the current-loop PR controller.
c. fs—sampling frequency, which is also equal to the switching frequency.
Fig. 4. Small-signal model of the inverter. (a) Comprehensive diagram.
(b) Simplified diagram.
Since the two inverters have stable output admittances, and
the grid impedance is passive with a stable output admittance,
the system can be regarded as a Y + Y system. In this case, the
admittance ratio is adopted for analysis. To validate the proposed
method, it is crucial to generate the RHP zeros in the admittance
aggregation.
A. System Modeling
Since the admittance ratio is adopted for analysis, the inverter
admittance and grid admittance are derived, respectively. The
inverter admittance can be derived from the small-signal model
provided in Fig. 4(a) [37].
In Fig. 4(b), the simplified admittances Yo and Ym can be
derived from Fig. 4(a) as
Yo (s) =
ZL1 + ZCf
ZCfZL1 + ZL1ZL2 + ZCfZL2
(13)
Ym (s) =
ZCf
ZCfZL1 + ZL1ZL2 + ZCfZL2
. (14)
The PR controller is used for the current loop control whose
transfer function is
Gc (s) = Kp +
2Krωcs
s2 + 2ωcs+ ω21
(15)
where Kp and Kr are the P and R parameters, ω1 is the fun-
damental angular frequency, and ωc is selected as 3.14 rad/s to
slightly widen the bandwidth of the PR controller [38].
Gdel denotes the transfer function of the delay, which can
be expressed by the Pade approximation [21]. In this article, a
Fig. 5. Admittance Bode plots of Yto1 and Yto2.
third-order Pade approximation is used, which leads to
Gdel (s) = Pade
(
e−1.5Tss, 3
)
=
1+ 12 (−1.5Tss) + 18 (−1.5Tss)2 + 148 (−1.5Tss)3
1− 12 (−1.5Tss) + 18 (−1.5Tss)2 − 148 (−1.5Tss)3
.
(16)
In the inverter model, the impacts of the phase-locked loop
are neglected by selecting a sufficiently low control bandwidth
for synchronizing with the grid. Thus the inverter model can
be represented in the single-input single-output form [39]. The
derived inverter output admittance is
Yio (s) =
Yo (s)
1 +Gc (s)Gdel (s)Ym (s)
. (17)
The grid admittance can be easily deduced as
Yg (s) = sCg +
1
sLg
. (18)
For the stability analysis, a PCC should be selected first, which
divides the whole system into two subsystems. In the analysis
of this article, the Inverter 1 and the grid are regarded as one
subsystem, because this aggregation can introduce RHP zeros
in the resultant admittance, i.e., Yto2. The Inverter 2 is regarded
as the other subsystem, whose admittance is denoted as Yto1.
Therefore, the PCC is selected as shown in Fig. 3.
B. Stability Analysis
Based on the PCC given in Fig. 3, Yto1 is the admittance
of the Inverter 2, and Yto2 is the aggregated admittance of the
Inverter 1 and the grid. The admittance Bode plots of Yto1 and
Yto2 are plotted in Fig. 5. It can be seen that |Yto2|> |Yto1| at high
frequencies, thus it is better to use the admittance ratio Yto1/Yto2
for stability analysis according to (3).
However, from the pole-zero map of Yto1 and Yto2 in Fig. 6,
there is a pair of conjugate RHP zeros observed in Yto2. Thus,
there are two RHP poles produced in the admittance ratio
Yto1/Yto2. For the conventional stability analysis methods, the
Nyquist plot of Yto1/Yto2 has to be checked due to the presence
of open-loop RHP poles, as shown in Fig. 7. It can be found
that the Nyquist trajectory does not encircle the critical point,
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Fig. 6. Admittance pole-zero maps of Yto1 and Yto2.
Fig. 7. Nyquist plot of the admittance ratio Yto1/Yto2.
which implies an unstable system. Although the Nyquist plot
of the admittance ratio can predict the stability, it provides little
insight into the impedance specifications.
With the proposed method, the system stability can be pre-
dicted directly from the admittance Bode plot, without calculat-
ing the admittance ratio. The RHP poles in Yto1 and the RHP
zeros in Yto2 should be checked first. It can be seen from Fig. 5
that there is an antiresonance at fr in the magnitude plot of
Yto2, where the corresponding phase change is −180°. This fact
implies a pair of conjugate RHP zeros at fr, and hence there
are two RHP poles present in the admittance ratio Yto1/Yto2,
which agrees with the result in Fig. 6. It is noted that the Bode
plots can identify RHP zeros accurately in this case, since both
subsystems have stable admittances.
In Fig. 5, there are two ERs where |Yto1| > |Yto2|, as denoted
in the shaded areas. The two CBs are drawn by shifting the phase
curve Yto2 of ±180°. Within the two ERs, there is no crossing
between the CBs and the phase curve Yto1, which indicates no
encirclement around the critical point for the Nyquist trajectory
of Yto1/Yto2. The analysis result is the same as that obtained from
Fig. 7. Hence, the total number of anticlockwise encirclements
is not equal to the number of open-loop RHP poles, and the
system is unstable.
Besides the analysis given in Fig. 5, which is based on the
explicit analytical models of the admittances in the contin-
uous domain, the stability analysis based on the frequency-
scan method is also provided in Fig. 8, which illustrates that
the proposed approach also works well for “black-box” mod-
els. In Fig. 8, the admittance Bode plots are obtained by the
frequency-scan method in the simulation. Since the switching
frequency is 10 kHz, the admittance Bode plots are only checked
Fig. 8. Frequency-scanned admittance Bode plots of Yto1 and Yto2.
Fig. 9. Experimental waveforms of Case I.
until the Nyquist frequency, 5 kHz. It can be seen that the
admittance plot is different from the continuous-domain model
as shown in Fig. 5 around the Nyquist frequency, due to the
impact of discretization. However, it is still true that |Yto2| >
|Yto1| at high frequencies, thus the admittance ratio Yto1/Yto2
can be utilized for stability analysis. Also, two RHP zeros can
be found at the resonant frequency fr in Yto2, and no crossing
is found in the ER, then the system is, therefore, unstable.
The experimental waveforms for this case (Case I) are pre-
sented in Fig. 9. The waveform in CH1 is the line-to-line voltage
at the PCC, and the waveforms in CH2–CH4 are the output
currents for the Inverter 1. It can be seen that the system is
unstable, which is predicted by the stability analysis.
Case I shows that the proposed method using Bode plots
works well in the stability analysis of both “white-box” and
“black-box” models. Especially for cases with the open-loop
RHP poles, there is no need to check the zero-pole maps and
draw the Nyquist plot of the impedance/admittance ratio.
C. Impedance Specification
In Case I the system is unstable, since there is no crossing
within the ERs when the open-loop RHP poles exist. In this
part, Case II is provided showing that the proposed method
can implement impedance specifications to stabilize the system.
In this case, Yto2 is unchanged to ensure the existence of the
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Fig. 10. Control diagram of the inverter considering the feedforward loop.
(a) Comprehensive diagram. (b) Simplified diagram.
Fig. 11. Admittance specification by Hv .
open-loop RHP poles, and Yto1 is reshaped to guarantee the
stability.
The way to stabilize the system is to specify the admittance
Yto1 by letting Yto1 cross over the CB2 one times anticlockwise
within the ERs (corresponding to two ACCs including the neg-
ative frequency range). Here the capacitor- voltage feedforward
coefficient Hv is considered in the control loop, as shown in
the control diagram in Fig. 10. Considering the feedforward
loop, the equivalent admittances Yo_Hv, Ym_Hv, and the output
admittance Yio_Hv can be derived as
Yo_Hv (s) =
ZL1 + ZCf (1−Hv)
ZL1ZL2 + ZL1ZCf + ZL2ZCf (1−Hv)
(19)
Ym_Hv (s) =
ZCf
ZL1ZL2 + ZL1ZCf + ZL2ZCf (1−Hv)
(20)
Yio_Hv (s) =
Yo_Hv (s)
1 +Gc (s)Gdel (s)Ym_Hv (s)
. (21)
With Hv selected from 0 to 0.5, the admittance Bode plots of
Inverter 2, i.e., Yto1, are plotted in Fig. 11. From the magnitude
plot, the ER1 will move slightly to the lower frequency range,
Fig. 12. Frequency-scanned admittance Bode plot for Case II.
Fig. 13. Experimental waveforms for Case II.
as Hv increases. While on the phase plot, the pink dot denotes
the original intersection point of Yto1 and CB2 when Hv = 0,
which is outside the ER1. It can be seen that as Hv increases to
0.5, the intersection point will move to the red dot, which goes
into the ER1 finally. If a closer look is taken at the crossing
point, the derivative of Yto1 is larger than that of Yto2,
therefore this is an ACC. Then including the negative-frequency
range, the total number of ACCs should be two, which equals
to the number of open-loop RHP poles, and the system can be
stabilized.
Fig. 12 presents the frequency-scanned admittance Bode plots
when Hv = 0.5 is adopted in Inverter 2 (Case II). It can be
seen that within the ER, the phase plot of Yto1 has an ACC
with CB2, thus the total number of ACCs is two including the
negative frequency range, which equals to the total number of
open-loop RHP poles, and the system is stable. Fig. 13 shows
the experimental result with Hv = 0.5 for Inverter 2, indicating
that the system is now stabilized.
Case II shows that with the proper design of Hv , the admit-
tance Yto1 can be specified and reshaped to meet the stability
condition, even when the open-loop RHP poles exist. Conse-
quently, the proposed method can provide intuitive guidance for
the converter controller designs.
V. CONCLUSION
This article has put forward a general impedance-based
stability analysis method based on Bode plots of individual
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impedances, which is applicable for analysis of interconnected
converter systems with open-loop RHP poles present in the
impedance ratio. The derivatives of the frequency response ver-
sus frequency, which was ignored in the conventional analysis,
is considered in the proposed method. Two case studies in
experiments have demonstrated the effectiveness and superior
features of the proposed method, which are as follows.
1) The analysis based on the proper impedance ratio provides
a more general approach, which does not rely on the
subsystem types, and is able to address the cases with
RHP poles present in the impedance ratio. Thus, it can be
generalized to different types of interconnected converter
systems and works for “black-box” models.
2) The method allows analyzing the system stability based
on Bode plots of individual impedances, and no need to
calculate the impedance ratio or the impedance sum, which
enables to specify the impedance profile and implement
the controller design-oriented analysis.
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